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The expert in advanced 
compressor technologies

DIRECT REPLACEMENT 
COMPRESSORS FOR

LIGHT COMMERCIAL APPLICATIONS

•  Replacement compressors for food service equipment, vending machines, bottle 
coolers, ice machines and other refrigeration equipment

• Additional mounting configurations on base plate
•  Warranty: 1 year from installation or return no later than two years from
   manufacturer date - whichever comes first. 
• For use with low, medium and high back pressure
• Compact construction
• Durable housing
• Optimized motor technology
• Wide voltage range, including DC Applications
• Low noise and high energy efficiency
• Robust in tough operating conditions
• Btu/H ratings based on ASHRAE conditions: 130°F condensing, 90°F ambient
• Strong installed base | Previously Danfoss Compressors



Packard supplies to wholesale distribution only.
All products supplied by Packard must be installed by a licensed contractor.
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Item ID Refrigerant BTU LT@   (-10/130°F) BTU MT@   (20/130°F) BTU HT@   (45/130°F) Volts-Phase-HZ Nominal H.P.

BD1.4F-VSD.2 R-134a 50-115 12/24VDC N/A
BD35F212 R-134a 100-168 12-24VDC 50/60HZ N/A
BD35F-HD.2 R-134a 113-171 12-24VDC & 100-240VAC 50/60HZ N/A
BD50F212 R-134a 142-245 12-24VDC 50/60HZ N/A
BD250GH.2 R-134a 157-309 48VDC N/A
BD80F390 R-134a 188-368 12-24VDC N/A
TL2.5F-1 R-134a 202 466 115-1-60 1/10
TL2.5G-2 R-134a 202 1002 220/240-1-50/60   1/5 
TL3F-1 R-134a 253 639 115-1-60   1/10
TL4G-1 R-134a 306 729 1369 115-1-60   1/10
TL5G-2 R-134a 427 220/240-1-50/60 1/4
FF10GX-1 R-134a 474 2823 115-1-60   1/8 
TFS4.5FT-1 R-134a 477 115/127-1-60   1/4 
FR8.5G-2 R-134a 658 1548 220/240-1-50/60 1/4
FF8.5GX-1 R-134a 662 1570 2842 115-1-60 1/4
NF5.5FX-1 R-134a 695 1442 115-1-60 1/4
NF6.1FX.2-1 R-134a 721 1541 115-1-60 1/4
FR10G-2 R-134a 730 220/240-1-50/60   1/10
FR7.5G-2 R-134a 730 220/240-1-50/60   1/10
FR7GH-2 R-134a 2830 220/240-1-50/60 1/4
SC10GH-2 R-134a 3509 220/240-1-50/60 1/2
NF7.3FX.2-1 R-134a 892 1857 115-1-60 1/4
NF9FX-1 R-134a 935 1907 115-1-60 1/3+
NF10FX-1 R-134a 950 220-1-50/60 1/4
SC12G-1 R-134a 972 2588 4730 115-1-60 1/3+
NF11FX-1 R-134a 1101 2279 115-1-60 1/3+
SC15G-1 R-134a 1241 3040 5496 115-1-60 1/2+
SC15FT-2 R-134a 1541 220/240-1-50/60 1/2
SC18G-1 R-134a 1357 3479 6200 115-1-60 1/2+
SC21G-2 R-134a 1558 220/240-1-50/60 3/4
NF11FX.2-1 R-134a 1571 2700 115-1-60 1/3
SC21FTX-2 R-134a 2179 208/230-1-60   3/4 
NL7CLX-2 R-134a 3406 220/240-1-50/60   3/4 
BD220CL R-404A/R507 589-920 12VDC 3/4
TF4CLX-1 R-404A/R507 702 1285 115-1-60 N/A
TFS4.5CLX-1 R-404A/R507 926 115-1-60 1/4 
NF5.5CLX-1 R-404A/R507 1249 2209 115-1-60 1/3
SC10CL-1 R-404A/R507 1420 3096 115-1-60 1/2
NF7CLX-1 R-404A/R507 1716 2789 220/240-1-50/60   1/2 
SC10CLX-2 R-404A/R507 2001 4092 220/240-1-50/60 1/2
SC12CL-1 R-404A/R507 2374 115-1-60 1/2
SC12CLX.2-2 R-404A/R507 2412 220/240-1-60 1/2
SC12CLX.2-1 R-404A/R507 2746 115 1/2
SC15CLX.2-1 R-404A/R507 3004 115-1-60 3/4
SC15CLX.2-2 R-404A/R507 3005 208/230-1-60 3/4
SC18CLX.2-1 R-404A/R507 3795 115-1-60 3/4
SC18CLX.2-2-230V R-404A/R507 3797 208/230-1-60 1
SC12MLX-1 R-404A/R507 4391 208/230-1-60 1
SC15MLX.2-1 R-404A/R507 5120 115-1-60 1 1/2
SC18MLX-1 R-404A/R507 6296 220/240-1-50 1 3/4


